ROUTE NO. | SECTION COUNTY JuN. | e
T.R. I67 ?g;?ggz PIATT 5 2
ROAD DIST. | suwors | BEMENT
SUMMARY OF QUANTITIES CONTRACT 0. 91364
X080-2A
NUMBER ITEM UNIT QUANTITY
20200100 | EARTH EXCAVATION cUYD 155
20300100 | CHANNEL EXCAVATION cuYD 40 . 66-0" EXISTING R.OM. | »
25001000 | SEEDING, CLASS 2 (SPECIAL) ACRE 0.2 |‘ ’ ’ —I
28000250 | TEMPORARY EROSION CONTROL SEEDING POUND 40 , 260"
28000400 | PERIMETER EROSION BARRIER FooT 600 ]
*| 28100205 | STONE RIPRAP. CLASS A3 TN 70 L gmpr g-g g0 4-0*| g~0r [270
28500100 | FABRIC FORMED CONCRETE REVETHENT WAT sa YD 173 : 1 }
40200800 | AGGREGATE SURFACE COURSE, TYPE B TON 224 i ¢ ROWY. | o | H—zor
=| 50100100 | REMOVAL OF EXISTING STRUCTURES EACH 1 sp/FT) W @
_
50300225 | CONCRETE STRUCTURES cu YD 433 y——“”‘ — =<7 <
»| 50400405 | PRECAST PRESTRESSED CONCRETE DECK BEAMS (21" DEFTH) sa FT 3,127 %! f F7 51 U
50800105 | REINFORCEMENT BARS POUND 4,670  ACGREGATE SURFACE
50900205 _{ STEEL RAILING, TYPE 51 Foor 232 SUBGESTED FILL SECTION “COURSE, TYPE B SUGGESTED CUT SECTION
- FURNISHING, DRIVING AND FILLING METAL PILE SHELLS 14" FOOT 650 CONSTRUCT AS SHOWN BY 175 TON/CU. YD. CONSTRUCT AS SHOWN BY
51203200 | TEST PILE METAL SHELLS EACH z STATION CROSS SECTIONS STATION CROSS SECTIONS
51204315 | CONCRETE ENCASEMENT cu YD 25.0
51500100 | NAME PLATES EACH 1
67100100 WOBILIZATION L SUM 1 TYPICAL PROPOSED CROSS SECTION
78201000 | TERMINAL MARKER - DIRECT APPLIED EACH 4 STA. 4400 TO STA. 4+48.57 AND
X5020501 | UNDERWATER STRUCTURE EXCAVATION PROTECTION - LOCATION EACH 1 STA. 5+64.53 T0 STA. 6+50
X5020502 | UNDERWATER STRUCTURE EXCAVATION PROTECTION - LOCATION 2 EACH 1 ROAD CLASSIFICATION. LOCAL ROAD ADT 0-250
SEE SPECIAL PROVISIONS TRANSITION FROM EXISTING ROADWAY TO PROPOSED ROADWAY
70 BE CONSTRUCTED FROM STA. 3+50 TO STA. 4+00 AND
FROM STA. 6+50 TO STA. 6+75.
GENERAL NOTES
WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED.
THE ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE
REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY
PRESERVE ALL PROPERTY MARKS AND MONUMENTS UNTIL THE OWNER,
AND AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE
REFERENCED THEIR LOCATION,
L N 66-0" EXISTING R.O.W. p .
THE AREA TO BE SEEDED SHALL CONSIST OF ALL DISTURBED EARTH V !
SURFACES WITHIN THE RIGHT OF WAY, AS DIRECTED BY THE 187-0" BITUMINOUS SURFACE
ENGINEER. lr- i
SEEDING, CLASS 2 (SPECIAL) = 0.2 ACRE ; %

~—& RDWY,

TEMPORARY EROSION CONTROL _/ \

THE FOLLOWING QUANTITIES ARE ESTIMATES ONLY. ACTUAL
QUANTITIES FOR EROSION CONTROL WILL BE DETERMINED BY
THE ENGINEER IN THE FIELD AND THERE WILL BE NO ADJUSTMENT

IN ANY UNIT PRICE DUE TG A CHANGE IN PLAN QUANTITY. EXISTING TYPICAL CROSS SECTION

PERIMETER EROSION BARRIER = 600 FOOT
TEMPORARY EROSION CONTROL SEEDING = 40 POUND

SUMMARY OF QUANTITIES, GENERAL NOTES
AND TYPICAL CROSS SECTION
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